SPLIT TYPE ROOM AIR CONDITIONER
OPERATION MANUAL

HSUO9XC7
HSUO9XH7
HSU12XC7
HSU12XH7

* Please read this operation manual before using the air conditioner.

No. 0010557228
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Warnings

1.The power connection for air conditioner 2.No other equipment should be connected
has to be done at the main power to this power line.

distribution.This distribution has to be of a 3 For unit power ratings .please refer to the
low impedance.Normally the required rating plate on the unit.

impedance is reached at a 32A fusing point.

Parts and Functions

Test running switch(manual)

Used only for test running in cooling
when room temp. is below 16°C.
Do not useit in normal operation.

Inlet grille

Emergency switch(manual)

Used when remote controller is lost or
defective. Unit will run temporarily.

Air filter Remote signal receiver

A beeping sound is generated when
a signal from remote controller is
received.

Vertical Power indicator Timer mode indicator

Use remote controll to Lights up when unit starts. Lights up when Timer operation

adjust up and down air flow. is selected. . X

(Do not adjust it manually. ) Lights up during compressor
operation.

Operation mode indicator




Parts and Functions

Outdoor Unit

CONNECTING REFRIGERANT
PIPING AND ELECTRICAL WIRING

AIRINLET
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Notes:

. Wiring should be consistent with local wiring standards.
. The power plug should be installed in a location that is easily accessible.
. The connecting wire,power supply wire and power plug are included with the unit.
. Use AWG12x4 connecting wire(HSUO9XC7,HSU12XC7),
Use AWG12x6 connecting wire(HSUO9XH7,HSU12XH7).
. Use AWG12x3 power supply wire.
. Use 25A/250V power plug.
. Use 25A breaker.The distance between the two contacts should be not less than 3mm.
. If the fuse on PC board is broken replace with type T3.15A/250V.
9. Damaged power supply cords shoule be replaced by a qualified service technician.
10. The wiring diagram is located inside the unit.
11. The distance between the indoor unit and the floor should be a minimum of 6 feet(2 meters).
12. The appliance must be installed on adequate support.
13. This appliance is not intended for use by young children without supervision.
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